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ATECH

SLD-980-14BF

Superluminescent light source for fiber transmission systems,
fiberoptic gyros, fiberoptic sensors, optical coherence
tomography, optical measurements. The laser is packaged in
Butterfly package with monitor photodiode and thermo-electric
cooler (TEC). Module is pigtailed with 0.5-0.9 m of single mode or
polarization maintaining (optional) fiber and connectorized by
FC/APC connector.

Optical and electrical characteristics:

Parameter Symbol Test condition Min. Typ. Max. Unit
Optical Power P CwW 2 3 mW
Forward Current l¢ P; 150 250 mA
Forward Voltage V; P; 2.5 \%
Center Wavelength A; P; 960 970 990 nm
Spectral Width AN, P; 30 40 nm
Monitor Current I P; 20 2000 MA
PD Dark Current lg V=5V 0.1 A
TEC Current Iy I 1.4 A
TEC Voltage \A TC=70°C 2.7 Vv
Thermal Resistance Ro T=25°C, 9.5 10 10.5 kQ
B=3900+100K
Extinction Ratio (PM fiber) X, P; 20 dB

Absolute maximum ratings:

Parameter Symbol | Rating Unit
Forward Current l¢ 300 mA
Reverse Voltage V, 1.8 \

PD Reverse Voltage Vid 7 \%

Minimum Operation Case Temperature Ta -40 °C
Maximum Operation Case Temperature Ton 70 °C
Minimum Storage Temperature Ty -40 °C
Maximum Storage Temperature Ten 70 °C

TEC Current Iy 1.5 A

1/4



Russia, Moscow

Tel. +7 (495) 333 55 68

www.nolatech.ru
nolatech@mail.ru

ATECH

Packaging:
Butterfly Type 1 (Default): Butterfly Type 2:
Ne |Parameter Ne |Parameter Ne |Parameter Ne |Parameter
1 |Cooler anode + 8 |INC 1 |Thermistor 8 |[Case
2 |Thermistor 9 INC 2 |Thermistor 9 |[Case
3 |PD anode - 10 |LD anode + 3 |LD DC cathode - |10 |Case
4 |PD cathode + 11 |LD cathode - 4 |PD anode - 11 |LD anode +
5 |Thermistor 12 INC 5 |PD cathode + 12 |LD RF cathode -
6 |[NC 13 |Case 6 |Cooler anode + 13 |LD anode +
7 [NC 14 |Cooler cathode - 7 |Cooler cathode - |14 |[NC
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Emission spectrum:
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Peak wavelength: 966.000 nm
Mean wavelength: 966.463 nm
Linewidth: 51.134 nm :
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L[l characteristic:

Optical power (mW)

Current (mA)
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VI characteristic:
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